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thereof as required by Part 155 Subpart
B of this chapter.

(b) When within 12 nautical miles of
the nearest land, any discharge of oil
or oily mixtures into the sea from a
ship other than an oil tanker or from
machinery space bilges of an oil tanker
is prohibited except when all of the fol-
lowing conditions are satisfied—

(1) The oil or oily mixture does not
originate from cargo pump room
bilges;

(2) The oil or oily mixture is not
mixed with oil cargo residues;

(3) The oil content of the effluent
without dilution does not exceed 15
ppm;

(4) The ship has in operation oily-
water separating equipment, a bilge
monitor, bilge alarm, or combination
thereof as required by Part 155 Subpart
B of this chapter; and

(5) The oily-water separating equip-
ment is equipped with a 15 ppm bilge
alarm; for U.S. inspected ships, ap-
proved under 46 CFR 162.050 and for
U.S. uninspected ships and foreign
ships, either approved under 46 CFR
162.050 or listed in the current Inter-
national Maritime Organization (IMO)
Marine Environment Protection Com-
mittee (MEPC) Circular summary of
MARPOL 73/78 approved equipment.

NOTE: In the navigable waters of the
United States, the Federal Water Pollution
Control Act (FWPCA), section 311(b)(3) and
40 CFR Part 110 govern all discharges of oil
or oily-mixtures.

(c) The cargo related oil residues of
an oil tanker, including residues from
cargo pump room bilges and all oil res-
idues mixed with oil cargo residues
shall not be discharged overboard ex-
cept as provided for in Part 157 of this
chapter.

(d) When more than 12 nautical miles
from the nearest land, any discharge of
oil or oily mixtures into the sea from a
ship other than an oil tanker or from
machinery space bilges of an oil tank-
er; that is not proceeding enroute;
shall be in accordance with paragraphs
(b)(1), (b)(2), (b)(3), (b)(4), and (b)(5) of
this section.

(e) The provisions of paragraphs (a),
(b), (c) and (d) of this section do not
apply to the discharge of clean or seg-
regated ballast.

(f) The person who is in charge of an
oceangoing ship that cannot discharge

oil residues into the sea in compliance
with paragraphs (a), (b), (c) or (d) of
this section shall ensure that those res-
idues are—

(1) Retained on board; or
(2) Discharged to a reception facility.

If the reception facility is in a port or
terminal in the United States, each
person who is in charge of each ocean-
going tanker or any other oceangoing
ship of 400 gross tons or more shall no-
tify the port or terminal, at least 24
hours before entering the port or ter-
minal, of—

(i) The estimated time of day the
ship could discharge residues and mix-
tures containing oil;

(ii) The type of residues and mixtures
containing oil to be discharged; and

(iii) The volume of residues and mix-
tures containing oil to be discharged.

NOTE: There are Federal, state, or local
laws or regulations that could require a writ-
ten description of the residues and mixtures
containing oil to be discharged. For example,
a residue or mixture containing oil might
have a flashpoint less than 60 °C (140 °F) and
thus have the characteristic of ignitability
under 40 CFR 261.21, which might require a
description of the waste for a manifest under
40 CFR Part 262, Subpart B. Occupational
safety and health concerns may be covered,
as well as environmental ones.

The notice required in this section is in ad-
dition to those required by other Federal,
state, and local laws and regulations. Af-
fected persons should contact the appro-
priate Federal, state, or local agency to de-
termine whether other notice and informa-
tion requirements, including 40 CFR Parts
262 and 263, apply to them.

(g) No discharge into the sea shall
contain chemicals or other substances
introduced for the purpose of circum-
venting the conditions of discharge
specified in this regulation.

(h) This section does not apply to a
fixed or floating drilling rig or other
platform that is operating under a Na-
tional Pollutant Discharge Elimination
System (NPDES) permit.

[CGD 75–124a, 48 FR 45709, Oct. 6, 1983, as
amended by CGD 78–035, 50 FR 36793, Sept. 9,
1985. Redesignated by CGD 88–002, 54 FR
18404, Apr. 28, 1989; USCG–1998–3799, 63 FR
35530, June 30, 1998]

§ 151.11 Exceptions for emergencies.

(a) Sections 151.10 and 151.13 do not
apply to—
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(1) The discharge into the sea of oil
or oily mixture necessary for the pur-
pose of securing the safety of a ship or
saving life at sea.

(2) The discharge into the sea of oil
or oily mixture resulting from damage
to a ship or its equipment—

(i) Provided that all reasonable pre-
cautions have been taken after the oc-
currence of the damage or discovery of
the discharge for the purpose of pre-
venting or minimizing the discharge;
and

(ii) Except if the owner or the master
acted either with intent to cause dam-
age, or recklessly and with knowledge
that damage would probably result.

(b) [Reserved]

[CGD 75–134a, 48 FR 45709, Oct. 6, 1983, as
amended by CGD 88–002, 54 FR 18404, Apr. 28,
1989]

§ 151.13 Special areas for Annex I of
MARPOL 73/78.

(a) For the purposes of §§ 151.09
through 151.25, the special areas are the
Mediterranean Sea area, the Baltic Sea
area, the Black Sea area, the Red Sea
area, the Gulfs area, the Gulf of Aden,
and the Antarctic area which are de-
scribed in § 151.06. The discharge re-
strictions are effective in the Medi-
terranean Sea, Baltic Sea, Black Sea,
and the Antarctic area.

(b) Subject to the provisions of
§ 151.11—

(1) A ship of 400 gross tons or over
and any oil tanker may not discharge
oil or oily mixture within a special
area. In the Antarctic area, discharge
into the sea of oil or oily mixture from
any ship is prohibited.

(2) A ship of less than 400 gross tons
other than an oil tanker may not dis-
charge oil or oily mixture within a spe-
cial area, unless the oil content of the
effluent without dilution does not ex-
ceed 15 parts per million (ppm).

(3) For the Antarctic area, all ships
must be fitted with a tank or tanks of
sufficient capacity on board for the re-
tention of all sludge, dirty ballast,
tank washing water, and other oily res-
idues and mixtures while operating in
the area and must have concluded ar-
rangements to discharge such oily resi-

dues at a reception facility after leav-
ing the area.

(c) The provisions of paragraph (b) of
this section do not apply to the dis-
charge of clean or segregated ballast.

(d) The provisions of paragraph (b)(1)
of this section do not apply to the dis-
charge of processed bilge water from
machinery space bilges, provided that
all of the following conditions are sat-
isfied—

(1) The bilge water does not originate
from cargo pump room bilges;

(2) The bilge water is not mixed with
oil cargo residues;

(3) The ship is proceeding enroute;
(4) The oil content of the effluent

without dilution does not exceed 15
ppm;

(5) The ship has in operation oily-
water separating equipment complying
with Part 155 of this chapter; and

(6) The oily-water separating equip-
ment is equipped with a device that
stops the discharge automatically
when the oil content of the effluent ex-
ceeds 15 ppm.

(e) No discharge into the sea shall
contain chemicals or other substances
introduced for the purpose of circum-
venting the conditions of discharge
specified in this section.

(f) The oil residues that cannot be
discharged into the sea in compliance
with paragraphs (b), (c), or (d) of this
section shall be retained on board or
discharged to reception facilities.

(g) Nothing in this section prohibits
a ship on a voyage, only part of which
is in a special area, from discharging
outside the special area in accordance
with § 151.10.

(h) In accordance with paragraph
(7)(b)(iii) of Regulation 10 of Annex I of
MARPOL 73/78, the discharge restric-
tions in § 151.13 for the Red Sea area,
Gulfs area, and the Gulf of Aden area
will enter into effect when each party
to MARPOL 73/78 whose coastline bor-
ders the special area has certified that
reception facilities are available and
the IMO has established an effective
date for each special area. Notice of
the effective dates for the discharge re-
quirements in these special areas will
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